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The target recipients of this document are:

Customers, distribution partners, service partners, commissioning partners, subsidiaries/branches, Jenbach
location

GE Proprietary Information: CONFIDENTIAL!

The information contained in this document is General Electric Company proprietary information and is
disclosed in confidence. It is the property of GE and shall not be used, disclosed to others or reproduced
without the express written consent of GE. This includes but is not limited to use for the creation, manufacture,
development or derivation of any repairs, modifications, spare parts, designs or configuration changes, or for
obtaining government or regulatory approval to do so. If consent is given for reproduction in whole or in part,
this notice and the notice set forth on each page of this document shall appear in any such reproduction in
whole orin part.

UNCONTROLLED WHEN PRINTED OR TRANSMITTED ELECTRONICALLY

1 Scope
This Inspection and Maintenance Instruction (IW) applies to the following Jenbacher containerised modules:
e Type 2 engines
e Type 3 engines
e Type 4 engines
e Type 6 engines

2 Purpose
This Inspection and Maintenance Instruction (IW) describes the maintenance interval and following activities:
e Checking the louvre shutters
¢ Tightening the bolted joints
¢ Replacing the container intake air filter

3 Maintenance interval

Maintenance work Interval
Monthly Annually Vacuum > 400 Pa
Checking the louvre shutters u
Tightening the bolted joints L]
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Maintenance work Interval
Monthly Annually Vacuum > 400 Pa
Replacing the container intake air u
filter

4 Safety information

A WARNING

Personal injury

Failure to use personal protective equipment and comply with safety instructions or employee
protection information may lead to personal injury.

>

» Wear the relevant personal protective equipment (PPE).
» Observe the safety instructions as per Technical Instruction 2300-0005.
» Observe the employee protection information as per Technical Instruction 2300-0001.

A WARNING

Danger from unauthorised start-up!

» Shut down the engine in accordance with Technical Instruction No. 1100-0105.

» Secure the engine against unauthorised restarting in accordance with Technical Instruction
no. 2300-0010.

@Sk

A WARNING

Danger of falling!

There is a danger of falling at a working height of 1.20 m and above.

» When working at a height above 1.20 m, where the provision of technical safeguards (e.g.
handrails, work platforms, etc.) is either impossible or impractical, you should use personal
fall arrest equipment consisting of a harness and associated equipment (safety rope,
carabiner hook, damper, lanyard or height safety device)!

» Check the equipment for defects each time it is used and test it annually.

A\

> If there is an increased danger of falling, an occupational health check is advisable
regardless of the duration of the work, even it this only for brief periods, to establish the
suitability of the employee for this work.
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5 Additional information

Relevant documents:

TA 1100-0105 - Engine shut-down
TA 2300-0001 - Employee protection
TA 2300-0005 - Safety regulations

6 Work steps

6.1 Checking the louvre shutters

The end position switch triggering must be checked once a month with the louvre completely open (intake and
outlet):

Testing the control circuit. The end position switch triggers the message: "LOUVRE(S) OPEN" - "LOUVRE(S)
CLOSED"

Check that the actual position agrees with the message

6.2 Tightening the bolted joints

A WARNING

Danger of falling!
There is a danger of falling at a working height of 1.20 m and above.

» When working at a height above 1.20 m, where the provision of technical safeguards (e.g.
handrails, work platforms, etc.) is either impossible or impractical, you should use personal
fall arrest equipment consisting of a harness and associated equipment (safety rope,
carabiner hook, damper, lanyard or height safety device)!

> Check the equipment for defects each time it is used and test it annually.

» If there is an increased danger of falling, an occupational health check is advisable
regardless of the duration of the work, even it this only for brief periods, to establish the
suitability of the employee for this work.

Tighten all the bolted joints to the values set out below:

I-beam (1-180)
With the I-beam 180, two different versions may be installed:
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1180 bolted joints
Version ®
©) Clamp at the top without spacer washer (M16) 100 Nm
@) Clamp at the bottom without spacer washer (M16) 100 Nm
\Version
® Clamp at the top with spacer washer (M16) 140 Nm
@ Clamping plate at the bottom 180 Nm

I-beam (I-100)

1100 bolted joints
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@) Clamp at the top without spacer washer (M12) 70 Nm
® Clamp at the bottom without spacer washer (M16) 140 Nm

6.3 Replacing the container intake air filter
If the underpressure exceeds 400 Pa (4 mbar), the filter inserts should be replaced.

S
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