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Ignition Software ,,All in One*

For a simplified handling of the different ignition software versions the so called ,All in One* Version has
been developed and released. This “All in One” Software will be installed on all delivered ignition
systems, on site the required version can be set via Ignition Terminal Programm. Current versions for the
so far standard ignitinon systems 1C900, IC910 und IC912: x.21, for the shortly introduced successor
systems 1C920 und 1C922: x.35.

(A) Versions:

9.21 for 1C900, IC910 und IC912

Firmware Version | Ignition Type

4.21 IC900 and Downgrades of IC910
7.21 IC910

9.21 IC910 and IC912

10.21 IC910 and IC912

11.35 for 1C920 and 1C922

Firmware Version | Ignition Type

4.35 IC920 and 1C922
7.35 1C920 and 1C922
9.35 1C920 and 1C922

11.35 IC920 and 1C922 with dia.ne XT
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(B) Parameter setting:

Setting parameters for the different firmware versions happens via Ignition Terminal Programm (p/n
342333, accompanying cable p/n 229636)

SET REVISION: 11.34

The required firmware version can be set with the aid of the terminal [t
F3:PREVIOUS F4:HELP

program using the parameter “SET REVISION“ [F1]. The firmware F5:SAVE
version can be selected by entering the figure before the decimal point

SET REVISION: 11.34

(4, 7,9 or 10). The password will be needed for this adjustment. 1ST TYPE NEW-

ENTER WHEN DONE

After setting the parameters and saving of the firmware version [F5] the ignition must be restarted
with a voltage interruption of at least 10 s! During the subsequent initialisation, the firmware version

with the set parameters and the required hardware feedback will be written into the EEPROM.

Subsequently, the set firmware version should be checked with the
HOURS : 00 : 00: 00

aid of the terminal program using the key combination [Shift] [H] and CHECKSUM : XXXX

SOFTWARE REV. 11.34

the display on the dia.ne or dia.ne xt on the system settings screen MISSES/SEC : 0

should be checked using the keys [SYS]

SYSTEM SETTINGS ALARN [ 2]P_78
MAINS-PARALLEL OPERATION 18/08/63
09:15144
CONTRAST (@-18@%) ]
[patE £ TCRE ] BRIGHTNESS (@-1@@%) L]
[ LAP TEST (15 se0) i
- | LANGUAGE (GLOBAL ~ LOCAL) GLOBAL
TEMPERATURE UMIT ¢°C ~ °F) T
[soFTWARE | ;
rra—— PRESSURE UNIT (bar ~ psi) bar
T um alee WIS Wi 11.82  ENGINE TYPE: 420
16N UER.: a.@3 N\ RPS Y a.688 APPLICATION: S R
MONIC UER.: 2.68 SPS ['H a.8 ENGIME DATA: 1234557
\n MMD v @.00
IGN s 5.09
MONIC Y 8.88
KLS32 v 6.68
TECJET V: 8.80
|DHTE I DD . WM . W| |TIHE | HH ¢ MW : 55
| | e
4 CLOCK LOG IN

You will find a detailled description in Technical Instruction Tl 1502-0038 (IC91x), bzw. 1502-0067
(1C92x).
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(C) Self Test:

With the prvious firmware version ist was not possible to carry out the Self Test, as soon as the SCR-
failure detection was active. With the new software versions this fact will be eliminated. The SCR- failure

detection will be deactivated during Self Test.

Self Test can only be carried out when the engine is standing still.
Scope of self-test:

e Checking the coils and high-voltage cables

e Checking the height and waveform of the output voltage

e Checking the output cable harness to the coils

Execution of Self Test is also described in above mentioned Technical Instructions.

Herbert Sonnerer
Service Department
GE Jenbacher
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