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Room ventilation with frequency converter ACS 350, ACS 550  

There is possibility to change the settings of the frequency converter for installations in 
countries with 60Hz. An increase of the frequency will improve the air-cooling for the 
room. 

The following tables are part of the commissioning checklist. The marked parts are new in 
the checklist and show the possibilities to modify the settings. 

7.16 Frequency converter ACS 350 / 7.16.1 Parameter list for fan drive 

Code Name Bereich  

 Range 

Auflösung 

Resolution 

Standard  

Default 

Benutzer

User 

S 

99 DATEN   START-UP DATA  

99.07 MOTORNENNFREQUENZ 

MOTOR NOM FREQUENCY 

10...500 Hz 

50 or 60 Hz according to Technical Schematic 

Room Ventilation 

0,1 Hz 50,0 Hz 

60Hz 

 

…………. 

 

99.08 MOTORNENNDREHZAHL 

MOTOR NOM SPEED 

50...30000 Upm  

equal to the value on the fan motor rating 

plate 

1 Upm 1440 Upm rpm 

 1750 Upm rpm 

 

…………. 

 

11 SOLLWERT AUSWAHL  REFERENCE SELECTION 

11.05 EXT SOLLW. 1 MAXREF1
 MAX 

0...500 Hz / 0...30000 Upm 

50 or 60 Hz according to Technical Schematic 

Room Ventilation 

0,1 Hz / 1 Upm 
50 Hz / 1500 rpm 

US:60 Hz/1800 Upm 

 

………….  

12 Konstantdrehzahl  CONSTANT SPEED 

12.02 FESTDREHZ 1 

CONSTANT SPEED 1 

0...30000 Upm / 0...500 Hz 

50 or 60 Hz according to Technical Schematic 

Room Ventilation 

1 Upm / 0,1 Hz 
300 Upm / 5 Hz 

US:360 Upm / 6 Hz 

 

………….  

12.04 FESTDREHZ 3 

CONSTANT SPEED 3 

0...30000 Upm / 0...500 Hz 

50 or 60 Hz according to Technical Schematic 

Room Ventilation 

1 Upm /0,1 Hz 
900 Upm / 15Hz 

US:1080 Upm / 18Hz 

 

………….  

15 Analogausgänge ANALOGUE OUTPUTS 

15.03 AO 1 WERT MAX 

AO 1 CONTENT MAX 

- 

50 or 60 Hz according to Technical Schematic 

Room Ventilation 

1 Hz 

0 

 

………….  

20 GRENZEN  LIMITS 

20.02 MAXIMAL DREHZAHL 

MAXIMUM SPEED 

0...30000 Upm 

equal to the value on the fan motor rating 

plate 

1 Upm 

1500 Upm/US: 1800 Upm 

 

………….  
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20.08 MAXIMUM FREQ 0...500 Hz 

50 or 60 Hz according to Technical Schematic 

Room Ventilation 

0,1 Hz 

50 Hz / US: 60 Hz 

 

………….  

7.16 Frequency converter ACS 550 / 7.16.1 Parameter list for fan drive 

Code Name Bereich  

 Range 

Auflösung 

Resolution 

Standard  

Default 

Benutzer

User 

S 

99 DATEN   START-UP DATA  

99.07 MOTORNENNFREQUENZ 

MOTOR NOM FREQUENCY 

10,0...500 Hz 

50 or 60 Hz according to Technical Schematic 

Room Ventilation 

0,1 Hz 50,0 Hz 

US: 60 Hz 

 

…………. 

 

99.08 MOTORNENNDREHZAHL 

MOTOR NOM SPEED 

50...18000 Upm 

equal to the value on the fan motor rating 

plate 

1 Upm 1440 Upm rpm 

US: 1750 Upm rpm 

 

…………. 

 

11 SOLLWERT AUSWAHL  REFERENCE SELECTION 

11.05 EXT SOLLW. 1 MAXREF1
 MAX 

0...500 Hz / 0...30000 Upm 

50 or 60 Hz according to Technical Schematic 

Room Ventilation 

0,1 Hz / 1 Upm 
50 Hz / 1500 rpm 

US:60 Hz/1800 Upm 

 

………….  

12 Konstantdrehzahl  CONSTANT SPEED 

12.02 FESTDREHZ 1 

CONSTANT SPEED 1 

0...30000 Upm / 0...500 Hz 

50 or 60 Hz according to Technical Schematic 

Room Ventilation 

1 Upm / 0,1 Hz 
300 Upm / 5 Hz 

US:360 Upm / 6 Hz 

 

………….  

12.04 FESTDREHZ 3 

CONSTANT SPEED 3 

0...30000 Upm / 0...500 Hz 

50 or 60 Hz according to Technical Schematic 

Room Ventilation 

1 Upm /0,1 Hz 
900 Upm / 15Hz 

US:1080 Upm / 18Hz 

 

………….  

15 Analogausgänge ANALOGUE OUTPUTS 

15.03 AO 1 WERT MAX 

AO 1 CONTENT MAX 

- 

50 or 60 Hz according to Technical Schematic 

Room Ventilation 

- 
Definiert durch Par. 01.03

Defined by par. 01.03 

 

………….  

20 GRENZEN  LIMITS 

20.02 MAXIMAL DREHZAHL 

MAXIMUM SPEED 

0...30000 Upm  

equal to the value on the fan motor rating 

plate 

1 Upm 

1500 Upm/US: 1800 Upm 

 

………….  

20.08 MAXIMUM FREQ 0...500 Hz 

50 or 60 Hz according to Technical Schematic 

Room Ventilation 

0,1 Hz 

50 Hz / US: 60 Hz 

 

………….  

 

Link to the documentation from the manufacturer:  

http://www.abb.at/product/ap/seitp322/203b7b585aa7d9e7c1256e8c00273e3f.aspx 

 
 
You find a description for changing parameters on the following pages (extract from the 
manufacturer documentation). 
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ACS 550: 
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ACS 350: 
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