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Engine shutdown 
 

 

Because of the great importance of safety for man and machine we wish to refer once more to the 

Technical Instruction 1100-0105, which describes the correct shut down of the engine. You will find it on 

page 2 of this instruction. 
 

The module must be shut down appropriately for all service and maintenance operations and for 
troubleshooting on module and control panels according to TI 1100-0105! 
 
 
Particularly important is the changeover of the Service selection switch to STOP! It is possible for 

instance with dia.ne XT – systems for the engine to start automatically after a reboot of the control if the 

following applies: 

• Mode selector switch AUTOMATIC 

• Demand switch ON 

• No tripping alarm present (this is normally the case after a reboot) 

 
 
As a protection for the system, but first of all for your own safety, individual’s own methods have to be 

omitted and the described procedure adhered to in any case!  
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Technical Instruction No.: 1100-0105
Engine shut-down

 EN 

 
 
 
 

Turn the service selector switch to the 
MANUAL position 

Turn the demand selector switch 
to the OFF position Reduce the power output to approx. 10 % 

Turn the synchronisation selector switch to 
the position Zero and lock it 

Turn Generator switch to OFF position

Mode of operation - MANUAL Mode of operation - AUTOMATIC 

Engine is switched off 

After-running of auxiliaries: up to 40 min 

only for SAM 

Turn the service selector switch to the position 

Close the gas tap at the entry of the gas 
pressure control system 

Attach a warning sign to the engine control 
panel to prevent unauthorised start up 

Remove the negative battery-cable terminal 
from the battery once all auxiliaries have been 

automatically switched off 

Check all components for high temperatures. 
Make sure the circuit is absolutely dead. 

Attention: overpressure!! 

Disconnect the auxiliary equipment main 
circuit, prevent it from being connected 

again and make sure the circuit is 
absolutely dead! 

Press the EMERGENCY-STOP button and 
remove the key 

lock up and remove the key 

Press the Stop key after the cool-down 
phase has ended 

Engine after-cooling: let the engine cool down 
in idling operation for a minute 


