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The target recipients of this document are: 
Service partners, commissioning partners, subsidiaries/branches, Jenbach location 

INNIO* proprietary information notice: CONFIDENTIAL 
The information contained in this document is the proprietary information of INNIO Jenbacher GmbH & Co OG 
and its subsidiaries and is disclosed in confidence. It is the property of INNIO and shall not be used, disclosed to 
others or reproduced without express written consent. This includes but is not limited to use for the creation, 
manufacture, development or derivation of any repairs, modifications, spare parts, designs or configuration 
changes, or for obtaining government or regulatory approval to do so. If consent is given for reproduction in whole 
or in part, this notice and the notice set forth on each page of this document shall appear in any such reproduction 
in whole or in part. 

UNCONTROLLED WHEN PRINTED OR TRANSMITTED ELECTRONICALLY 

 

1 Scope 

This Service Technician Instruction (ST) applies to the following Jenbacher* gas engines: 

• Engine type 6 (including J624) from engine version E upwards 

2 Purpose 

This Service Technician Instruction provides information about an update of the Field Service Manuals 
FSM.600.14.301 and FSM.600.14.302 regarding the correct assembly of the prechamber and spark plug sleeve. 
When installing the prechamber gasket (sealing ring), the use of the sealant 'Perfect Seal #4' is now required. 

The updated versions of the Field Service Manuals FSM.600.14.301 and FSM.600.14.302 are available 
via Jenbacher Reader. Information regarding the Jenbacher Reader can be found on myPlant* and in 
the Jenbacher Reader Guide. 

3 Additional information 

When working on Jenbacher modules, all applicable local regulations must of course be observed in addition to 
our documentation. In relation to this Service Technician Instruction we stress the fact that the following 
documents must also be observed: 

• Field Service Manual FSM.600.14.301: Prechamber "F" cylinder head 

• Field Service Manual FSM.600.14.302: Prechamber "H" cylinder head 

• Maintenance Instruction W 0501 M6: Prechamber/prechamber gas valve 

4 Required tools, equipment and materials 

• Tools and work equipment for inspection and exchange of prechamber, spark plug sleeve and prechamber 
gasket (sealing ring) 

• Latex gloves 

• Sealant 'PERFECT SEAL Gasket MakerTM Sealant Number 4' ('Perfect Seal #4') 

https://myplant.io/#/knowledge-management/documents-downloads/downloads/jenbacher-reader
https://myplant.io/myplant-io-public/jenbacher-reader/doc/Jenbacher%20Reader%20Guide_en.pdf
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Figure 1: Sealant 'Perfect Seal #4' 

5 Using 'Perfect Seal #4' 

Prechamber, spark plug sleeve and prechamber gasket (sealing ring) must be regularly inspected and replaced 
in accordance with Maintenance Instruction W 0501 M6 and Field Service Manuals FSM.600.14.301 and 
FSM.600.14.302. The sealant 'Perfect Seal #4' must be applied to both sides of the prechamber gasket (sealing 
ring) according to the following instructions (excerpt from the amended Field Service Manuals): 
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Table 1: Using 'Perfect Seal #4' 

6 Revision code 

Index Date Description / Revision summary 

1 30.10.2019 First version of this document 

Table 2: Revision history 

*Indicates a trademark 


